


CAPACITY LBS. A [BMAX| c T THREADS
ELECTRICAL TERMINATION
25-300 200 | 75 | 250 | 1/4-28 UNF-2B
500 - 2.5K 200 | 1.00 | 250 | 1/2-20 UNF-2B INPUT OUTPUT SHIELD
3K 3.00 | 125 | 4.00 | 1/2-20 UNF - 2B RED (+) GREEN (+)
5K, 10K 300 | 125 | 400 | 3/4-16 UNF-2B
BLACK (-) WHITE ()
15K 350 | 150 | 550 | 1-14 UNF-2B
20K 450 | 200 | 700 |1 1/4-12 UNF-2B TENSION POSITIVE
30K, 40K 575 | 275 | 10.00 |1 1/2 - 12 UNF - 2B
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T Factory Mutual Systems approved as intrinsically safe when installed per FM. approved installation drawing.
Contact ARTECH sales department for details.

Represented by:

i ﬁel‘N

1966 Keats Drive, Riverside, CA 92501

ORDER INFORMATION

+ Custom services such as matched load cell outputs, special
threading, and custom calibrations are available on an optional
basis at an extra cost.

+ ARTECH is dedicated to maintaining adequate inventories of
its Load Cells to provide the best service in the industry.
4 Order by the model number and indicate the capacity required.

Let us know what you need... we listen!

QUALITY + PERFORMANCE * SERVICE
(951) 276-3331  (800) 654-8181  Fax: (951) 276-4556

Email: info@artechindustriesinc.com  www.artechindustriesinc.com



